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(57) Abstract: The invention relates to a 
device for the detection and quantitative 
100 measurement of the exposure of an object 

to a control temperature, taking account 
of the duration of said exposure. The in- 
ventive device consists of a casing com- 
prising an indicator surface (101) and a 
tank (103) containing a dose of migrating 
material (104). According to the inven- 
tion, the migrating material (104) is con- 
tained in a tank (103) which is initially 
separated from the porous strip (102). In 
addition, a push element (107) is built into 

fvj the wall of the casing (106) at the tank 

^4 (103), said casing surrounding the porous 

strip (102) at least partially. The aforementioned push element deforms between a stable neutral position (107), in which the mi- 
grating material (104) is not brought into contact with the porous strip (107), and a stable active form (107a), in which the migrating 
material (104) is brought into contact with the porous strip (102), and the irreversible deformation of the push element (107) between 
^5 me neutral form and the active form thereof occurs with force (A). 
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(57) Abrege : Dispositif de detection et de mesure quantitative de 1' exposition d'un objet a une temperature de controle avec prise 
en compte de la duree de cette exposition, forme d'une enveloppe comprenant une surface indicatrice (101) et un reservoir (103) 
contenant une dose de matiere migrante (104). La matiere migrante (104) est contenue dans un reservoir (103) initialement separe 
de la bande poreuse (102), et un poussoir (107) integre a la paroi de 1' enveloppe (106) entourant au moins partiellement la bande 
poreuse (102), situe au niveau du reservoir (103), et se deformant entre une forme neutre, stable (107), ne mettant pas en contact la 
matiere migrante (104) et la bande poreuse (107), et une forme active, stable (107a), mettant en contact la matiere migrante (104) et 
la bande poreuse (102), la deformation irreversible du poussoir (107) entre sa forme neutre et sa forme active se faisant avec effort 
i> (A). 
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